
Rite-Mineral Fiber Ceiling Board is a high grade Interior Decorative material for

suspended Ceilings. Rite-MFC is suitable for buildings requiring quality products to

enhance interiors such as office, Shopping Malls, Studios, Call Centres, airports,

Industries, and residence.

Rite-MFC is made using the world class technology, which makes it a light weight

MFC board which helps in improving its sound absorbtion and provides better

performance as compared to other Mineral  Fiber Cei l ing board.

ABOUT SGTC
SGTC is a growing company established in Year 2002 and located

in the New Delhi, India. SGTC has been dealing in superior

product which  makes a sharp contrast with the similar products

in its category from other resource in the market.

We aim at Providing customer with our best products and services,

that is, to make the customers achieve the greatest satisfaction.

Constant Improvement and offering new products is our aim for

which we struggle.

SGTC has variety of targeted products for both residential and

commercial applications. SGTC is dealing with products such as

Gypsum Board and its accesories such as Dry wall and Self

Drilling Screw etc, Mineral Fiber Ceiling Board and its accesories,

Ceiling Sections and Fiber Tape.

Our family of brands offer the extensive portfolio of Ceiling

products which includes-- RITE MFC, RITE T-GRIDRITE-GRIP,

and RITE-STEEL.

RITE
MFC
Mineral Fiber Ceiling Board

PRODUCT SPECIFICATION
COMBUSTION PROPERTY A1 CLASS A

SOUND ABSORPTION (NRC) 0.69 (H)

THERMAL CONDUCTIVITY 0.0522 W/m0K

WAMPING DEFLECTION 2.8-0.8% (THICK 12-18MM)

WATER CONTENT 0.8 %

WEIGHT (WITHOUT GRID) 4.035 KG/M2

FORMALDEHYDE 0 %

ASBESTOS ASBESTOS FREE

ACCOUSTICAL
CEILINGS
RITE-MFC

Features Of RITE-MFC

1.  Sound Reduction
RITE-MFC can effectively control sound, noticebly improve
sound quality and reduce noise.

2. Light Weight
Rite-MFC Accoustical ceilings comes with the lightest weight
mineral Fiber Board in its category, which helps inreducing
the sound in a room.

3. Fire Performance
It offers excellent incombustibility, can satisfy your
requirenment on fire safety.

4. LR (Light Reflectance)
The number designation indicating the percentage of light
reflected from a ceiling productís surface are also at par
with the industrial standards.

5. BioShield - Antimicrobial mold and mildew guard.
An optional treatment that resists the surface growth of
mold and mildew. Rite Accoustical Ceiling panels are made
as healthy and with the safe material. Available for use on
specific products.

6. Environmentaly Friendly
RITE-MFC does its best to protect the Earth and it is made
from Environmentaly Friendly raw materials,as they do not
contain harmful substances such as Asbestos, formaldehyde.
So they are preferred choice for environmentally friendly
structures.



PRODUCTS
PATTERN

RITE-STEEL consists of products made with superior quality
steel and you can feel the difference between it and others
ceiling products.
PRODUCTS:
1. CEILLING SECTION

Cold Rolled Steel, Hot Dip Galvanized, Length 3660mm.
APPLICATION
It is suspended from the Main channel with connecting clip
at 457 mm c/c

2. PERIMETER CHANNEL
Cold Rolled Steel, Hot Dip Galvanized, Length 3660mm.
APPLICATION
It is used at the perimeter of the ceiling on to the wall /Partition
with the help of nylon sleeves and screws at 610mm c/c

3. MAIN CHANNEL
Cold Rolled Steel, Hot Dip Galvanized Length 3660mm.
APPLICATION
Used on Main support to Furring Channel. It is used as a
main supporting member at 1220mm c/c and is suspended
from the soffit with the help of metal plugs and soffit cleat at
1220 mm apart.

4. STUD CHANNEL:  Used for drywall partition
5. FLOOR CHANNEL: Used for drywall partition

PRODUCT SPECIFICATION

RITE
TGRID

RITE-STEEL

MFC - 01 MFC - 02

MFC - 03 MFC - 04 MFC - 05

MFC - 06 MFC - 07 MFC - 08

MFC - 09 MFC - 10 MFC - 11

EDGES DETAILS

Square Edges Tegular Edges

Name Specification (mm) Reference Quantity/m2

MAIN RUNNER 3600MM*38MM*24MM*0.3MM 22.5 pcs

SUB CROSS TEE 1200MM*38MM*24MM*0.3MM 135 pcs

CROSS TEE 600MM*38MM*24MM*0.3MM 135 pcs

WALL ANGLE 3050MM*24MM*24MM*0.4MM 20 pcs

Channel

Perimeter

Stud Channel Floor Channel

Section



For the most comprehensive selection of nails and screws, look
for Rite-Grip Fasteners.  No matter what the project or what
size the job; Rite-Grip Fasteners has the optimal fastening
solution. As construction materials and techniques evolve,
fastener design keeps pace with the changing technology.
Fastener needs vary from project to project and the safety and
life expectancy of the project can be extended or compromised
based upon the fastener used. Fasteners have been designed
to meet the special needs of projects.

Applications Built rite so you
can Build rite

RITE
GRIP

Currently we have two types of fasteners:
1. Dry Wall Screw
2. Self Drilling Screw
To ensure constant quality, both these screws are tested for
quality on random sampling basis

About RITE-GRIP

SELF DRILLING SCREW
Size: 3.9 x 25mm

DRYWALL SCREW
Size: 3.5 x 25mm

3.5 x 28mm

PRODUCT SPECIFICATION

Code: A1 Code: A2 Code: A3

Code: A4 Code: A5 Code: A6



SGTC

RITE
GRIP

RITE
MFC
Mineral Fiber Ceiling Board

RITE
STEEL
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Shri Giriraj Trading Co.
New Delhi (India),  Tel. : 0091-11-25949399, email: sgtc_trade@rediffmail.com

Built rite so you can Build rite
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